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DEFORT L-40 
 

 

Tile junctions cleaner 

 
 
 
CHARACTERISTICS 
It’s formulated for the cleaning and scale removing of tile junctions in floors of ceramics and stoneware. It 
is possible to be used to regenerate and to whiten the tile junctions of floors and walls, blackened by the 
dirt and the daily transit. It eliminates the inlaid dirt and residues of lime, oxide, etc., leaving the tile 
junctions cleaned and giving back its original aspect. 
 
 
HOW TO USE 
Apply it pure on small areas in the tile junctions, letting it to act during one or two minutes and rinsing 
with plenty of water. In cases of much inlaid dirt, it is recommended to rub with a brush. Don’t apply it on 
marble or terrazzo. 
 
 
PHYSICAL AND CHEMICAL PROPERTIES 
Appearance  Liquid 
Colour     Yellow 
Odour    Characteristic 
pH (10 %)  1.09 
Density (20 ºC) 1095 kg/m3 
Solubility          Soluble in water 
 
 
PRESENTATION CONATINER 
1 and 5 litres container 
 
 
PRECAUTION 
 

Warning 

 

Hazard statements: Eye Irrit. 2: H319 - Causes serious eye irritation. Met. Corr. 1: 
H290 - May be corrosive to metals. Skin Irrit. 2: H315 - Causes skin irritation.  
Precautionary statements: P234: Keep only in original packaging. P264: Wash 
thoroughly after use. P280: Wear protective gloves/protective clothing/eye 
protection/face protection. P302+P352: IF ON SKIN: Wash with plenty of soap and 
water. P305+P351+P338: IF IN EYES: Rinse cautiously with water for several minutes. 
Remove contact lenses, if present and easy to do. Continue rinsing. P390: Absorb 
spillage to prevent material damage. Do not ingest. Keep out of the reach of children. 
In case of accident, consult to the Medical Service of Toxicological Information Tel. 
0034 915620420. 

 
 
ADDITIONAL INFORMATION 
While the above information is correct to our criteria, as the conditions of use of the product are beyond 
our control, we disclaim any responsibility for incorrect use of the product. 


